
THE VERSATILITY OF THE SATURN SERIES
BY GARDEN LIGHT LED



WHAT YOU NEED TO KNOW ABOUT 
THE SATURN SERIES

Ø Triple & Single LED Light Engine

Ø Integrated LED Technology

Ø Machined Metal Ingot

Ø Wet & Dry Application Fixtures

Ø 316 Stainless Steel

Ø 360 Solid Brass 

Ø 6061 Anodized Aluminum 

Ø 20 Year Warranty

Ø Built in the USA

Photometrics & IES Files Available 
www.gardenlightled.com



THE POWER OF COLOR

Green & Blue Colored Lights Attract More Fish

Scientific research shows that many fish have only visual pigments capable of detecting 
green and blue light. These colors have become increasingly popular for installations 

around docks as they do not produce as much glare and are able to penetrate dark water 
better which allows you to see the fish clearer. 

COLOR TEMPERATURE

3000K (Stock Item)
2700K
5000K
Amber

Blue
Royal Blue

Green
Red

Fuchsia
Lavender



S2 SUPER SATURN SUBMERSIBLE

WATTS LUMENS

1 210

3 340

6 480

DEGREES

12°

25°

40°

60°

FINISH

Stainless 
Aluminum

Brass

Black

Up Light, Shadowing, Wall 
Wash, Silhouette, 

Architectural Accents, 
Down Light

NOT SUITABLE FOR CHLORINE AND SALT WATER. 
NO HARSH CHEMICALS.

SSA
Fresh Water, Fish Pond, Fish Tank. 

BLK
Fresh Water, Fish Pond, Fish Tank. 

BR
Fresh Water ONLY. Not suited for Fish. 

Triple LED Light Engine – External Driver
Lead Wire – 46 Inches – 18 AWG Tinned Copper Wire



S3 SUPER SATURN SUBMERSIBLE

Water Submersible, Docks, 
Ponds, Tanks, Pools, Up or 

Down Lighting

SS
Fresh Water, Salt Water, Chlorinated 
Water, Fish Pond, Fish Tank. 9 WATTS 
FOR INSTALLATION IN SUBMERSIBLE 
APPLICATIONS ONLY. 

WATTS LUMENS

2 110

4 190

6 330

9 630

DEGREES

12°

25°

40°

60°

FINISH

Stainless Steel

Brass

Black

BLK
Fresh Water, Fish Pond, Fish Tank. 
NOT suitable for Salt or Chlorinated 
water.  

BR
Fresh Water, Salt Water, 
Chlorinated Water. NOT suitable 
for Fish. 

Triple LED Light Engine – Internal Driver
Lead Wire – 20ft – 18 AWG Tinned Copper Wire



WARNING! 
Brass fixtures release a small amount of copper ions into 

stored water which are very harmful to fish. 
DO NOT install this finish into any fish habitats.  



S1 SUPER SATURN

BLK
Fresh Water, Fish Pond, Fish Tank

WATTS LUMENS

2 150

DEGREES

12°

25°

40°

60°

FINISH

Black

Brass

Single LED Light Engine – External Driver
Lead Wire – 46 Inches - 18 AWG Tinned Copper Wire

Up Light, Shadowing, Wall 
Wash, Silhouette, 

Architectural Accents, 
Down Light

BR
Fresh Water ONLY. Not Suited for Fish. 

NOT SUITABLE FOR CHLORINE AND SALT WATER. 
NO HARSH CHEMICALS.



S1 SATURN HALO
SS
Fresh Water, Salt Water, Chlorinated 
Water, Fish Pond, Fish Tank. 

WATTS LUMENS

1 130

DEGREES

12°

25°

40°

60°

FINISH

Stainless Steel

White

Black

Brass

Single LED Light Engine – Internal Driver
Lead Wire – 7ft– 22 AWG Tinned Copper Wire

BR
Fresh Water ONLY. Not Suited for Fish. 

Up Light, Shadowing, Wall 
Wash, Silhouette, 

Architectural Accents, 
Down Light

BLK
Fresh, Fish Pond, Fish Tank

WHT
Fresh, Fish Pond, Fish Tank

NOT SUITABLE FOR CHLORINE AND SALT WATER. 
NO HARSH CHEMICALS.



ACCESSORIES
S2 & S3 Brass or Plastic Swivel S1 & Halo Plastic Swivel S1 & Halo Shroud

S2 & S3 Shroud Coming Soon!



S2 & S3 Saturn Series



S1 & Halo Saturn Series



20 YEAR WARRANTY ON LED FIXTURES

Garden Light LED strives to continually exceed our contractor’s expectations by 
setting the highest industry standards. Our LED Lighting Products are 

manufactured through original designs and are American built. This is backed by 
one of the best warranties in the industry with an exceptional 20 year and 

80,000-hour warranty when you choose Garden Light LED Products. Our 
investment in our technology ensures a superior product quality for our 

contractor’s and symbolizes our commitment to excellence.

YOU’VE GOT THE PROJECT, WE’VE GOT THE PRODUCT.



INNOVATION 
BEGINS AND IS 

BUILT IN AMERICA

Tel: 800.511.2099
www.gardenlightled.com


