
PRODUCT SPECIFICATIONS- NOBLE
NOBLE
PRODUCT DESCRIPTION: 
The Noble is a high-quality, CNC machined directional 
spotlight that is treated with our Omega Black finish that 
converts 6061 Aluminum into an indestructible shell, 
providing corrosion resistance and scratch proofing 
against even the most extreme environments. This 
spotlight is suitable for all MR16 LED lamp style bulbs to 
provide long-lasting, energy-efficient lighting accents 
with different color kelvin temperatures and optic 
beams. 

FEATURES & BENEFITS
•  Aircraft grade 6061 Aluminum
•  Built in the USA
•  Built-in insect guard to prevent infiltration
•  Dual O-ring protection to completely seal the fixture 

and eliminate water entry
•  Field Serviceable

SPECIFICATIONS: 
•  Construction: Aircraft Grade 6061 Aluminum
•  Finish: Omega Black
•  Lead Wire: 56”18 Gauge Tin Coated Corrosion Free 

Wire
•  Lens: Patented Compression Fit Lens
•  Light Source (sold separately): MR16 (LED or Halogen)
•  Operation Voltage: 12V-15V
•  Powered By: Garden Light LED’s Low  

Voltage Transformer

WARRANTY: 
Lifetime Warranty on Housing 
3 Year Limited Warranty on Components

CERTIFICATIONS: 

PRODUCT DIMENSIONS:
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4. SCREW THREAD REPRESENTATIONS PER ANSI B1.1 (INCHES).

3. REMOVE ALL BURRS & BREAK SHARP EDGES .005" MAX.

2. PREFERRED LIMITS AND FITS PER ANSI B4.1 (INCHES).

1. DIMENSIONING & TOLERANCING PER ASME Y14.5M.

NOTES:
.

PART NO. DESCRIPTION MATERIAL FINISH
6061-T6 (SS) GLOSS BLACK
6061-T6 (SS) ARCHITECTURAL BRONZE
6061-T6 (SS) CLEAR ANODIZED
FREE-CUTTING BRASS C3600 RAW BRASS
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THIS DOCUMENT CONTAINS INFORMATION
PROPRIETARY TO GARDEN LIGHT LED.  NO 
PART MAY BE REPRODUCED, USED IN ANY

FORM, OR STORED ELECTRONICALLY
WITHOUT THE WRITTEN PERMISSION OF

GARDEN LIGHT LED
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DIMENSIONS ARE IN INCHES
TOLERANCES:
FRACTIONS 1/32
ANG: MACH  0 30' BEND  2
DECIMALS .XX     .01   

.XXX  .005
HOLE      .XX    .005 

INTERPRET GEOMETRIC
TOLERANCING PER: ASME Y14.5M

63

PERP .003/IN
STRAIGHTNESS .005/IN
FLATNESS .005/IN
THREADS: 
EXTERNAL - CLASS 2A
INTERNAL - CLASS 2B
MACHINED SURFACES:       U.O.S
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