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PRODUCT DESCRIPTION
Ideal for benches, countertops, stonewalls, and garages.

With its long linear beam, the Owl Micro Series fixture 
is your go-to light for outdoor living spaces. With 
this oblong optic, you can use less fixtures than when 
using traditional accent lights. This fixture meets 
the requirements of the Florida Fish and Wildlife 
Conservation Commission (FWC) for decreased lighting 
pollution on or near beachfront property to protect the 
sea turtles. 

PRODUCT DIMENSIONS & BEAM SPREAD

FEATURES & BENEFITS
• Built in the U.S.A.	  
• CNC-machined from 6061 aircraft-grade aluminum 	
    or raw brass. 							     
• U.S.A. made light engine and driver.				  
• Built in surge protector.					   
• IP67 rated. (Fully submersible option available upon 		
    special order request)					     
• CREE 2 step binned LEDs with L70 over 80,000 hours.

SPECIFICATIONS
• Construction: 6061 aircraft-grade aluminum or raw         	
     brass 
• Finishes: Black (BLK), Brass (BR) 
• Lead Wire: 60” 22 AWG tinned copper		   
• Driver System: Internal 
• Operating Voltage: 10.5-18 VAC 
• CRI: 80+							     
• Accessories: Full or front shields included			 
				  

OWL-TF | Turtle Friendly Owl

*Non-stocked items require 5-7 business days additional lead time, special 
order deposit and are non-refundable. 

WARRANTY
20 Year Limited Warranty

CERTIFICATIONS

POWER CONSUMPTION
COLOR TEMPERATURE	 WATTAGE	 VA	

   Amber*	  	  1W	 1VA	
   Red*	  	  1W	 1VA	
   Extreme Red*	  1W	 1VA		
   Red Orange*	  1W	 1VA		

	

Tested to UL standards. 
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