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Print date 01-05-2026

Laboratory and Equipment

Test lab

Spectrometer Manufacturer and Model
Measurement date

Measurement Conditions
Tested c-planes

Tested gamma angles
Input Power

Tested Light Source
Luminaire

Basic Luminous Shape
Iltem No.

Manufacturer

Main Light Measurement Results
Output — Total Lumen (Up% / Down%)

GLLED
n/a,n/a — n/a
5/1/2026

16
73 —2.50°
27w

MS202 SSA

SPOT

GARDEN LIGHT LED

170Im — 0% /100%

Efficiency 6.296 Im/W
Peak Intensity 7349 cd
Correlated Color Temperature, CCT 2700 K
Color Rendering Index CRI 85.0
Polar light distribution diagram
105° 105°
90° 90°
75° 75°
60° 60"
45° 45°
800
30° 15° 0° 15° 30°
cd n =67.99%
—— CO0-C180
—— (C90-C270
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Beam details

Distance (meter) im 2m 3m 4m 5m
Distance (feet) 3.3 ft 6.6 ft 9.8 ft 13.1 ft 16.4 ft
29 Ix
46 Ix
81 Ix
lux* 183 Ix
732 Ix
26°
beam center
68.0N
Footcandles*
17.0 fcd
*measured at 7.6/fcd
t f b
center or beam 42 de
2.7lfcd
Beam width (meter) 0.5m 09m 14 m 1.8 m 23m
Beam width (feet) 1.5ft 3ft 4.5ft 6 ft 7.5 ft
Luminaire budgetary diagram
LAMPS (number of lamps)
50
40
30
20
16
12
10 Conditions
. H= Room Height
6 H, down Lamp distance from ceiling  0.00 m
5 W, work  Work area height from floor  0.00 m
4 E, work = Average lux on work area 100 Ix
Reflectances p(%)
3 Line type Dashed Full
2 Ceiling 70 50
Wall 50 30
Floor 30 20
20 30 40 50 70 100 200 300 400 600 1000 2000 3000 5000

Room Area [m2]
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Iso-intensity Diagram (Iso-candela)

c45 co C315
90°
60°
30°
(@]
g
C135 c180 C225
Iso-illuminance Diagram (Iso-lux)
8
6
4
2
0
-2
-4
-6
-8
8 6 4 -2 0 2 4 m

0420

Bl 90 %
I 80 %
70 %
60 %
50 %
B 40 %
30 %
B 20 %
B 10%

661.0 cd
587.6 cd
514.1 cd
440.7 cd
367.2 cd
293.8 cd
220.3 cd
146.9 cd
73.4 cd

Peak intensity: 734.5 cd
Number of c-planes: 16

Il 50.0 %
30.0 %
10.0 %

B 50%

Bl 30%

22.91x
13.8 Ix
4.59 Ix
2.29 Ix
1.38 Ix

Peak illuminance: 45.9 Ix

Mounting height: 4 m

Number of c-planes: 16
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Linear intensity distribution diagram

cd = CO0-C180
— C90 - C270
700
600
550
500
450
400
350
300
250
150
50
% 135 90 45 0 45 90 135 180

IESNA TM-15-07 Luminaire Classification System For Outdoor Luminaires

BUG rating BO U0 GO

BACK

47.0%

35.2%

23.5%

11.7%

Forward Light

Low (0-30°) 79.8 Im 47.0%
Medium (30-60°) 51 Im 3.0%
High (60-80°) 0.0 Im 0.0%
Very High (80-90°) 0.0 Im 0.0%
Back Light
Low (0-30°) 79.8 Im 47.0%
Medium (30-60°) 51 Im 3.0%
High (60-80°) 0.0 Im 0.0%
FRONT Very High (80-90°) 0.0 Im 0.0%
Uplight
Low (90-100°) 0.0 Im 0.00%
High (100-180°) 0.0 Im 0.0%
Total
Sum 170.0 Im  100,0%
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